
22

FEATURES

• Ready-Made Vertical Blinds
are available in both
Contract and Deluxe grades:

• Contract grade with
steel head rail;

• Deluxe grade with
aluminum head rail.

• 2 standard colors — white
or alabaster — or we can
color match any color.

• Please contact us for
color selections.

ADDITIONAL FEATURES

• Wand control is used
for safety.

• Blinds come with standard
PVC channel panel valance
and valance returns.

• Curved PVC vanes.

READY-MADE

VERTICAL
BLINDS

Packaging
• Each blind comes standard in a white

box with Hardware Kit packed two to
a master carton.  Also available in
UPS shippable box.

• Blinds can also be ordered “bulk
packed” which is preferred in contract
applications.  Bulk packing eliminates
unneeded cardboard waste and allows
for more efficient container packing.
Contact us for more information.

Retail Packaging
• Custom packaging and labeling is

available for retail applications.
Blinds can be packed in generic boxes
with color labels or fully customized
to meet your needs.

Special Features
• Bar coding, special labeling, specific

requirements, and packaging is

available.  Our experienced staff can
help you with your order and help
you make the right choices when
ordering blinds.

Programs Available
• We make it easy to order blinds

directly from our factory in China.
Blinds can be ordered in 20 foot or
40 foot containers directly from our
factory for the best value.  We also
offer a “Container Add-On Program.”

Average Container Packing
Ready-Made Vertical Blinds
20 ft Container 1,500 blinds
40 ft Container 2,000 blinds
NOTE:  The amounts listed above are average
quantities only.  Your actual quantity may vary
based on actual sizes that are ordered.  Go to
CONTAINER PACKING for more details.V
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HEAD RAIL DESCRIPTION PART NO.
Type Steel 62903xxx
Size 38mm x 31mm x 0.5mm (W x H x T)
Color Color Coordinated
Dimensions IB = 0.5" less than stated width; OB = Net Size
Head Rail ID Label Made in China

VANES
Type PVC
Size 3.5" x 0.024" x 84”
Color Color Coordinated

Drop as specified in order

VALANCE
Type PVC Channel Panel
Size 90mm x .81mm
Color Color Coordinated

PARTS & ACCESSORIES
Tilt Rod Aluminum; 8-prong pinion
Carriers 3.5" Plastic Link; self-alignment
Control Wand or Cord & Chain
Installation Brackets 3" or 4"
Cord Weight Color Coordinated
Wand Control with Lead Carrier
Wand PVC; 10mm diameter
Installation Brkt Screws 4.0mm x 30mm; Hex Drive

PACKAGE
Each Blind in a plastic bag;
Each Blind in a white box with hardware accessory kit;
All blinds packed two blinds per master carton.

Vertical – Steel HR (rev  08-0212)

VERTICAL
• STEEL HEAD RAIL
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HEAD RAIL DESCRIPTION PART NO.
Type Aluminum
Size 44mm x 25mm x 0.8mm (W x H x T)
Color Color Coordinated
Dimensions IB = 0.5" less than stated width; OB = Net Size
Head Rail ID Label Made in China

VANES
Type PVC
Size 3.5" x 0.024" x 84”
Color Color Coordinated

Drop as specified in order

VALANCE
Type PVC Channel Panel
Size 90mm x .81mm
Color Color Coordinated

PARTS & ACCESSORIES
Tilt Rod Aluminum; 4-prong pinion
Carriers 3.5" Plastic Link; self-alignment
Control Wand or Cord & Chain
Installation Brackets 3" or 4"
Cord Weight Color Coordinated
Wand Control with Lead Carrier
Wand PVC; 10mm diameter
Installation Brkt Screws 4.0mm x 30mm; Hex Drive

PACKAGE
Each Blind in a plastic bag;
Each Blind in a white box with hardware accessory kit;
All blinds packed two blinds per master carton.

Vertical – Alum HR (rev:  08-0212)

VERTICAL
• ALUMINUM HEAD RAIL


